EVOPLATFORMSET
ICFLOWSET
&
EVOMINISET

The EVOPlatform application software and
communication driver must be installed before the

configuration kit is connected to the PC

Installation Guide

Before carryng out any operation, read this guide carefully
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1 Introduction

EVOPLATFORMSET and ICFLOWSET are configuration interfaces to be used only with the
EVOPlatform software application.

EVOPLATFORMSET kit allows to configure the Italcoppie devices of the EvominiSER, EvominiX
and EvoWL (receiver) series while the ICFLOWSET the devices of the ICFLow series.

In order to use these interfaces it is necessary first of all to install the EVOPIlatform software
and the relative communication driver as below described.

A\

Before carrying out any operation, carefully read the introductory guides of EVOPLATFORMSET
(code IMB193) or ICFLOWSET (code IMB143) contained in the packaging of the respective
Kits.

2 Installation of the EVOPIlatform software

EVOPlatform is compatible with Windows 10® operating system
It is possible to download the updated version of the EVOPlatform software from the Italcoppie
website in the "Download" section of the EVOPLATFORMSET and ICFLOWSET data sheets
available online at the following links:

- https://products.italcoppie.it/products/evoplatformset-it/

“

ICFIow-SET-Rev.0 &
ICFLOW-SET

Configuration kit compatible with ICFlow

— #Catlog

EVOPLATFORMSET -Rev.0 & in

EVOPLATFORM SET
Compatible with EvominiSER, EvominiX, and EvoWL -———

With a Personal Computer, it allows to configure ll the functions parameters of the compatible Evo series devices Q

]

WiharC

DATA SHEET

ATTENTION: before connecting the kit to the USB port of the PC carry out the following
operations:

Download EVOPIlatform (it is in zip format); extract the contents into a folder then run the
“setupEvoPlatform.exe” file in Administrator mode.

Follow the steps proposed by the installation; at the end it will be possible to choose if install
the driver for the USB converter too as indicated below:
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Setup - EvoPlatform 1.0.7 —

Completing the EvoPlatform Setup
Wizard

Setup has finished instaling EvaPlatform on your computer. The application
may be launched by selecting the installed icons.

. Click Finish to exit Setup.
Launch_installation of the driver for USE converter;
‘ [ Launch EvoPlatform

SENSORI

If it is the first EvoPlatform installation (therefore it is not present in Windows® programs),
leave the check on “Launch installation of the driver for USB converter” and press “Finish”. If
not, remove the check and press "Finish"

If the USB converte driver installation has been selected, the following window will appear:

@ FTDIChip CDM Drivers b

FTDIChip CDM Drivers

Click ‘Extract’ to unpack version 2.08.30 of FTDI's Windows
Driver package and launch the installer.

www ftdichip com

| Extract | Cancel |

Click on “Extract” to continue and wait for the extraction process to finish.
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Device Driver Installation Wizard

Welcome to the Device Driver
Installation Wizard!

This wizard helps you instal the software drivers that some
computers devices need in order to work.

To continue, click Next.

Indietro Annulla

Click “"Next” to continue and wait the end of installation:

Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer.

Driver Name Status

~" FTDI CDOM Driver Packa... Device Updated
/" FTDI COM Driver Packa... Device Updated

Indietro Fine Annulla

Click "End” to complete the installation.

Connect the kit to a free USB port on the PC and wait for the operating system to recognize it
by automatically installing the communication driver.
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2.1 Launch of EVOPlatform
Double click on the EVOPLATFORM icon on desktop:

EVOPLATFORM

Ky

The following window will appear:

Evo Platform

& ICFLOWSET: COM4.

.@ﬂlcomﬁe () EVOPLATFORMSET:COM10
‘ . A}: ERATURE ’m

SENSORI é EVOMINISET: COM3

u New project u New project

L 6 CEEG

EvominiSER Evominix IcFlow EvoWL

In the upper area of the window there are three LEDs that indicate which kits are connected to
the PC: when the LED is green the kit is connected correctly, if the LED is red the kit is not
connected. It is possible connect both kits (ICFLOWSET and EVOPLATFORMSET) on the same
time.

If you run EVOPlatform and connect a programming kit to the USB port of the PC at a later
time, the respective LED will remain red:

& ICFLOWSET:COM4

§Grere

Vers 1.0.7 1Bet
& EVOMINISET: COM3 = ?

SENSORI
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For example, if you have connected the EVOPLATFORMSET Kkit, click with the mouse on
“"EVOPLATFORM SET"” (green rectangle in the figure) to enable it: the corresponding LED will
turn green.

& ICFLOWSET. COM4

.@ukoppie () EVOPLATFORMSET : COM10
‘ :AFEHATIJHE Im

SENSORI & EVOMIMISET: COM3

Note: the EVOPIlatform software automatically recognizes the COM port to which the kit is
connected. The COM number is indicated next to the name of the kit (in the example above,
EVOPLATFORMSET is installed on COM10).

In the event that Windows® is unable to recognize the COM port of the kit due to conflicts
between drivers, the corresponding LED remains red and the selection of the COM port is
enabled on the icon of the device to be programmed:

Evo Platform

1 U
o e 2

@ ICFLOWSET: COM4

i@ul‘mpp'e & EVOPLATFORMSET :COM10
: Vers.1.0.7 1Bet
SENSOR| A““‘“”"E & EVOMINISET: COM3 = =

u MNew project u Mew project

EvominiSER EvominiX IcFlow EvoWL

From the Windows® Control Panel, System \ Device Manager \ COM Ports menu, check
which COM port the kit is installed on and select it from the respective drop-down menu.
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3 EVOPLATFORMSET

When the kit is connected to the PC, on the initial screen of EVOPlatform the corresponding
LED is green and it is only possible to access the programming of the enabled devices (the
image of the enabled device has a white background) that is EvominiX, EvominiSER and
EvoWL (transmitter only).

3.1 Connection with EvominiX series devices

Serial communication
activity LEDs

EVORiom
RS :.S-E: <2

- Screw the M12 connector of the kit to the EvominiX transmitter. (For EvominiX and
EvomniXCM models also connect the temperature sensor: programming the device is
still possible even if the sensor is not connected to the transmitter). The EvominiX
transmitter is powered by the EVOPLATFORMSET kit

- Click onicon

EvominixX

and wait for the device to be read. The following window will appear:

Evoplatform 07/07/2021 Vers.1.0.7 1Beta - [Evomini X]
Fle 1
Transmitter Options Tools com

.' Temperature Unit © v ; ,i _J ) EVORLATFORM SET- COMID

Language English ~

Read Write: Data menitoring

Sensor Measuring range Error monitoring  Error correction  Simulation  Information

Pt100 (o=0.003850) 100.00 RTD 4 wire

Pin out connection

4\;.—.‘%:’5 M12 female connector

camio
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For device configuration, refer to the EVOPlatform application help (F1 key) and the manual
included in the device package (code IMB180) or downloadable from the website
https://products.italcoppie.it/products/catalog-it/

3.2 Connection with EvominiX series devices in SCAT version

Serial commmunication
activity LEDs

e
|| eVORitomm
R 12

=4

- Screw the M12 connector of the kit to the adapter cable contained in the kit package

- A Make sure that EvominiX SCAT is NOT powered through the 2-pole screw
connector

- Insert the 4-pole JST model female connector into the corresponding EvominiX SCAT
male connector. The EvominiX SCAT transmitter is powered by the EVOPLATFORMSET
kit.

- Click on the icon

EvominixX

and wait for the device to be read

For device configuration, refer to the EVOPlatform application help (F1 key) and the manual
included in the device package (code IMB104) or downloadable from the website
https://products.italcoppie.it/products/catalog-it/

i@alcoppie " SENSAPERATURE

SENSORI IMB220 Rev.0 September 2021




3.3 Connection with EvominiSER series devices

Serial communication
activity LEDs Power-ON
£ BLUE led

4_@: |\ Evouam

Screw the M12 connector of the kit to the EvominiSER transmitter (programming of the
device is still possible even if the sensor is not connected to the transmitter). The
EvominiSER transmitter is powered by the EVOPLATFORMSET kit: the flashing of the

blue LED on EvominiSER device indicates the presence of power.
- Click on the icon

EvominiSER

The following window will open:

Evoplatform 07 21 Vers,1.0.7 1Beta - [EvominiSER]

Dispositivo Opzioni Strumenti

Unita di Temperatura |'C v | i i
i ltaliano  ~
Leggi Lingua — Aggiomamento FW Configurazioni di fabbrica

Comunicazione

Seleziona porta COM
o] |EVOPLATFORM SET: COM10

Parametri di comunicazione

ricerca indirizzo

Indirizzo Modbus

N
Baud Rate 9600 % AN
Parita Nessuna %/

Nr. bit stop

= =
(=]
LI | ¢ < < <

Ritardo Modbus

=<<<@alcoppie
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- Set the communication parameters and click on the "Read" icon to read the device
configuration.

For device configuration, refer to the EVOPlatform application help (F1 key), the introductory
guide code IMB209 / IMB190 included in the package or the operating manual of the device
code IMB222 downloadable from the website https://products.italcoppie.it/products/catalog-

it/

4 ICFLOWSET

When the kit is connected to the PC, on the initial screen of EVOPlatform the relative LED is
green and it is only possible to access the programming of the ICFlow device.

ICFLOWSET: COM4

.@NCOPPE & EVOPLATFORMSET : COM10
. v ‘-:APEFMTUHE ’m

SENSORI é EVOMINISET: COM3

U New project U New project

—
&L _de CE

EvominiSER EvominiX IcFlow EvoWL

4.1 Connecting the kit to the ICFlow device

To connect the kit to the device, refer to the guide code IMB143 included in the ICFLOW
package
- Click on the icon

=

-

IcFlow
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and wait for the device to be read. The following window will appear:

platform 07/07/2021 Vers.1.0.7 1Beta - [IcFlow]

Device Option Devices
Temperature unit |'C V| : 'j
Read Wite Language Inglese  ~ m mommng
Sensor configuration Online & Info
Output type Operating pressure Factor profile
|Ve|c-c:|ta flusso [mtsec] v| Operating pressure [Abs. bars] Gain [m]
Zero 1.000 0.0000
miisec
Full scale Correction factor [Ki] Offset[q]
mbsec Max 33 mys 1.0000 0.0000

For the device configuration, refer to the EVOPIlatform application help (F1 key) to the guide

included in the device packaging (code IMB143) and to the IMB152 manual downloadable
from the website https://products.italcoppie.it/products/catalog-it/
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5 EVOMINISET

EVOMINISET is the kit that allows you to program only the EVOMINIX series devices; this kit
has been replaced by the EVOPLATFORMSET kit. Although obsolete, it is still compatible with
the EVOPlatform application.

Connect EVOMINISET to a free USB port on the PC, then launch EVOPlatform: in the upper
part of the window the EVOMINISET LED will be green

Evo Platform

i@ulwppie & EVOPLATFORMSET :COM10
“APE“‘Q & EVOMINISET: COM3 R

SENSORI

U New project U New project

- T

EvominiSER Evominix IcFlow EvoWL

5.1 Connection with EvominiX series devices

—F[~F  :§

- Screw the M12 connector of the kit to the EvominiX transmitter. (For EvominiX and
EvomniXCM models also connect the temperature sensor: programming the device is
still possible even if the sensor is not connected to the transmitter). The EvominiX
transmitter is powered by the EVOMINISET kit
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- Click on icon

EvominixX

and wait for the device to be read. The following window will appear:

Eile I

Transmitter Options Tools CoMm

.| .' Temperature Unit ' - : ,i _J ) EVOPLATFORM SET. COM10

Read Wiite kainiEns Nl il Data monitoring

Sensor Measuring range Error monitoring Error correction  Simulation  Information

Che

Pt100 (a=0.003850) 100.00 RTD 4 wire

Pin out connection

Vo))
4——"3 Mi2female connector

comto

For device configuration, refer to the EVOPIlatform application help (F1 key) and the manual
included in the device package (code IMB089) or downloadable from the website
https://products.italcoppie.it/products/catalog-it/

6 Technical characteristics

Refer to the technical data sheets on the website:
https://products.italcoppie.it/products/catalog-it/
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2021 ITALCOPPIE SENSORI srl

All rights reserved.

No part of this document may be reproduced or transmitted in any form, electronically or
mechanically, or any purpose, without prior authorisation in writing by ITALCOPPIE SENSORI sr!

ITALCOPPIE SENSORI srl takes the greatest pains to ensure that the information given in this
document are correct. However, ITALCOPPIE SENSORI srl products are continually being
improved; this may result in modifications without notification to the contents of this manual.
ITALCOPPIE SENSORI srl is not liable for technical and editorial errors or omissions in the material
contained herein, nor for incidental or consequential damages resulting from the supply,
performance or use of this material.

ITALCOPPIE SENSORI srl

Via A. Tonani, 10

26030 Malagnino (Cremona) Italy
Tel. +39 0372-441220

http:www.italcoppie.com
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